GOLD ANODIZED ALUMINUM FINAL BALL (SEE
) SPECS.)
~~———CONE STYLE, REVOLVING, INTERNAL HALYARD
~— TRUCK (SEE SPECS.)

——COVERED COUNTERWEIGHT & NYLON BEADED
/ RETAINER; LOOP WITH NICKEL PLATED SNAP

HOOKS CAP NOTES:

1. DIA. OF CAP SHALL BE 1/2" WIDER THAN O.D. OF PIPE.
2. WELD 6" PIECE OF GALV. STEEL PIPE TO CAP; 0.D. OF 6"

PIECE SHALL BE +1/4” SMALLER THAN I.D. OF CONDUIT.
——FLAG POLE:

80" FLAGPOLE TO BE INSTALLED BY GENERAL NOTES:
CONTRACTOR 1. SEE PICTURES, COR AND CEMETERY DIRECTOR FOR SLEEVE
’ — —N LOCATIONS
42 FLAGPOLE TO BE REINSTALLED AND AR
PAINTED AS PER **NOTE BELOW 2. 2’=0" TO BACK OF CURB (TYP.); LOCATION OF SLEEVES MAY

BE ADJUSTED TO AVOID CONFLICTS WITH UTILITIES BUT SHOULD
BE SYMMETRICAL

—A— : 3. FOUNDATION DIMENSIONS INDICATED ABOVE ARE APPROXIMATE
] : ONLY & SHALL BE BASED ON MANUFACTURER'S SPECIFICATIONS.
|_~——FIELD SPLICE: PER MANUFACTURER’S

SPECIFICATIONS CAP_ENLARGEMENT
NOTES:

THE UNDEREXPOSED SURFACE OF THE
FLAGPOLE (BELOW GRADE) SHALL RECEIVE A
HEAVY COAT OF BLACK ASPHALTIC PAINT
INSIDE AND OUT BEFORE SHIPMENT

POLE MATERIAL:
FLAGPOLE SHALL BE MADE FROM 60635—T6

ALLOY SEAMLESS COLD DRAWN EXTRUDED 1/4" THICK GALVANIZED STEEL CAP W/

ALUMINUM TUBING DRILLED 3/4” HOLE IN CENTER OF CAP;
PAINT YELLOW; SEE CAP ENLARGEMENT
POLE FINISH: SEE SPECIFICATIONS PITCH ABOVE.
’ TO DRAl\jJ /7F|NISH GRADE LAWN
N )l
| TOPSOIL
[J=——WINCH ASSEMBLY Lo Fn g)9’#40\éERTTYF\>N/ #3 TIES
R Ry =1 3.5”¢ ELECTRICAL CONDUIT PIPE (GRAY)
— FLAGPOLE (SEE SPECIFICATIONS) ==
E.J. —— SILICONE SEALANT AROUND g :444.,__| 3500 psi MIN. CONCRETE
CINISH .//AI_UMINUM FLASHING COLLAR AT SRRl I 1L | /2" © STAINLESS STEEL
GRADE TR e Ll b TYPE 304 BOLT THROUGH
\\ fé/—gv”ATM%EPRDOE%FTHCEMENT SEALANT — T PIPE WITH STAINLESS
- ' Lo, Py b= STEEL WASHER & NUT
TOF {;\ & ] T CONC. WALK PVMT. 17 Sot | o \g—hth BOTTOM OF PIPE TO REMAIN OPEN FOR
) ——4 HARDWOOD WEDGES (TEMP.) ] I ';ofgg’_:. DRAINAGE

PACKED DRY SAND ::‘:0%@%:.0@::

1/16” (16 GA.) GALV. CORRUG. Ml 'HIT-"LL" \T\

STEEL SLEEVE EXTENDED UP TO TR T L CRUSHED STONE

FINISH GRADE =]

3500 psi MIN. CONCRETE, REINFORCED

L 4 STEEL WEDGES COMPACTED SUBGRADE
S WELDED TO STEEL PLATE FLAG SLEEVE
BOF » %
$ s WELDED 1/4” STEEL BASE PLATE NOT TO SCALE
,D:T\XVAL” SQUARE STEEL SUPPORT
gaggégg? = \PLATE WELDED TO SPIKE
B 3/4” ¢ x (MIN. 6” BELOW CONC.)
ATTACH LIGHTNING KIT TO ROD WELDED
TO PLATES; PROVIDE SHOP DWG.. OF
INSTALLATION INCLUDING LIGHTNING KIT:
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EXPOSED HT. A B C D E F G H <
80.0’ 64" 18”7 20" 18" 22”7 58" 118 12" x 18
60.0’ 54" 127 14" 12”7 18" 487 8-6"6'-0" 12 x 18
42.0’ 4_6” 6” ,|2” 8” ,]4” 40” 6,—6” 4’ 5’ X 8’

NOTES:
*FOUNDATION DIMENSIONS INDICATED ABOVE ARE APPROXIMATE ONLY & SHALL BE

BASED ON MANUFACTURER'S SPECIFICATIONS.

**FLAGPOLE (42" HEIGHT FOR POW/MIA FLAG) IS TO BE RELOCATED AND
REINSTALLED IN NEW CONCRETE FOOTING IN NEW LOCATION. CONTRACTOR SHALL
SUPPLY NEW FOOTING, SLEEVE, LIGHTENING KIT, SUPPORT PLATE, WEDGES & SAND
AS NECESSARY ACCORDING TO THIS DETAIL TO INSTALL FLAGPOLE. SEE COR AND
CEMETERY DIRECTOR TO IDENTIFY RELOCATION.

NOT TO SCALE

@FLAG POLE & FOUNDA TION
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